CL Sta. 400+00.C

ROUTE NO  SECTION oy \JPHEL | SNEET
Ir N @] T E S i 05-00001-00-RP |  OREANA 46 6
¢ I. The Sawed Longitvainal Joint or Grovted-in-Flace Tie Bar Joint shall be in accordance With Standard 42000! FED, ROAD DIST. NO. ILLINOIS PROJECT  HPP~0913 (007)
25' Clay St. ROA. 25' clay St. 2. Combination Concrete Curb & Gutter, Type B-6.24 shall conform to Standard 60600,
30' All other streets i 30' All other streets . " TP CONTRACT NUMBER W7 | %
; 3, Sanwed Contraction Jeints shall conform to Standard 42000I. The layovt of the jeints shall Z|S
conform to Standard 420 10/ except as modlfied on the Detail Sheet. The donel bar for the o] hd
Variable See cross Sectlons ] Sawed Contraction Joint shall be | I/4 inches In diameter. 0],
(4:] Maximur . 2 2 ! E 0 %
[— tai 7 }
| & / Variable see Cross Sections | 4. See Standard 42010/ for the Detail of Traverse Construction Jot. [
| / (4:1 Maximum/ z
. / 5. All sawed Joints shall be sealed with a hot-poured Joint sealer meeting the requirements of
e / t 20% Y Grade Applles Art 1050.02 of the Standard Specifications.
/ / / ; § <
wwwww 3 / Slope ©.02 ft./ft. / Slope ©.02 FL./ft. " Qs N
— N o Q
= 2
Portland cement /|/ s e gg EF e o
Corcrete Sidewalk, 4" | v 82 |8 X990
West St. - East Side } / \
Bower St. - Nerth Side [O === // \ \ BENCH MARKS 2
55/19555; 5; ;ril ngflé.QZ Pertiand Gsrm/snt cincrgtg -/ l \\ \\ / I. Bronze Cap on N/E leg of Water Tower @ Water Flant (Control Elevation) Eley. 628.7! . ¥y
South Sice Pavement, 7' (IDOT) Sta. 420151 \ Combination Concrete N ) 3 318
w/ 12.5' Joint I \ \ ; - 2. Cotten Spike in Utility Pole on East Side of East Street North of Belle Street (Ist Pole North) z 0|z
3546.98 to 39+24.25 eint Spacing \ Curk & cutter, Tjpe B-6.24 Sto. 440 RE2Z' D Blov. 65477 g% 82
\ \ Aggregate Base Course, Type A 4" a o (&
\ o — 3. Top of Nut (Open/Close) on Fire Hydrant @ N/E corner Clay ¢ Belle Streets - Elev. 656.7!
\ 25' Lt Sta. 39+43.6
Saned Longltudnal Joiné 4. Cotton Spike In Utility Pole on N/W corner of West & Belle Streets - Elev. 68569 o
Censtruction Joint (See note 1) 251 Lt Bra. B4+96 2 5
o}
(TYPICAL SECTION - SAFETEA-LU PROJECT | 5. Top 'M'"in Mieller on Fire Hydrant on N. Slde of Belle St. East of Orchard Street - Elov. 68835 g €Z
22.7' Lt. Bo+42.7 Z w -y
~ 48
6. Top 'M"In Myeller on Fire Hydrent on N/E corner Orchard & Bower Streets - Elev. 689.99 N g’ -
34.9' Lt. Sta. 10+30 b jin g
g 7. Top "M"in Muell Fire Hydrant South side of Bol Nest of West St t - Ele 68825 E 9 -
25' Clay St. RON. 25' Clay St. . Top in Mueller on Fire ant on South side of Bower West o st Street - Elev. .. s 3
; 4 /:
| B0’ All other streets 30" All other streets | 212" Re. Sta. |4+155 (Fast | of 205 Boner St/ S I‘E §
I | 8. Top "M" In Mueller on Fire Hydrant on South side of Bower West of Clay Street - Elev. 69040 Q g’ o=
| | 24.5' Rt. Sta. [8+02.8 (across from 206 Bower St.) 035 5%
“E DL
| | 24" ¢ Variable | | 4. Cotton Spike In Utility Pole on South side of South St. @ Lorraine St. - Elev. €90.44 n §a <=
| | (across from Old Library) <Vo O
&
10. Top Survey Marker © South St. & Orchard St - 687.54 | ed
e o s e o o e e
|
1

Bituminous Surface Treatment
on Aggregate Base
Variable Thickness

TYPICAL EXISTING SECTION |

6 E N E R A L N o T E 5 |

This Section shall be constructed In accordance with the Plans, Standard Speclifications for Road and Bridge Construction,
15/

adepted Janvary |, 2007, Suppl al Specificatens, and the ial Fr

Any reference to the lilinols Division of Highway Standards shall mean the latest revision to sald Standards.

Existing concrete or asphalt driveways and at the beginning or end of ecch street shall be neatly sawed full depth at the
locations where the Froposed Construction will abut the existing. The cost of this work shall be considered inclvded in the
cost of "Earth Excavation” .

At all locations where the Froposed P.C.C. Favement is less than Two (2) feet in width, the pavement shall be povred
Monolithic with the Proposed Standard Barrier Curb and Gutter.

All earth surfaces disturbed In conjunction of the nen pavement and cppurtenances shall be sesded In accordance
With Sectlon 25O and the Special Frovisions.

All radii shonn for the Stanclard Barrier Curb and Gutter are to edge of pavement.

The location of the variovs underground utllitles as shown on the plans are from information furnished by the various
Leiiity 50:;/700/7/55, record dranings, and Fleld surveys. It Is the Contractor's to establish the actval location of the
Utilitles. The Contractor shall use special care when condveting operdtions near the utilitles so as to prevent damage to them.

The cost of removing any miscellaneous Items located within the limits of this Improvement and which have not been
accounted for as a pay items shail be considered included In the contract.

All erosion control products furnished shall be specifically recommended by the manvfacturer for the vse specified

In Sectlon 280 of the Standard Specifications, BDE 8O0ET, the SWPFF and In the erosion conirol plan.

Prior to the approval and use of the product, the contractor shall submit to the engineer a notarized certification by the
producer stating the intended use of the product and that the physical properties required for this gpplication are met or
exceeded. The contractor shall provide manufacturer installation proceavres to focilitate the engineer in construction Inspection.

Trafflc Factor : TF = ©.077 (Rigid)

Minimum Soll Support:
IBR = 2.0 (Assumed) TF Minimum = 0.50

Pavement Structural Materials:
Pe.c. Pavement, 7" for 125 Joint Spacihg

STRUCTURAL DESIGN INFORMATION
Structural Design Traffic Year : 2018 (400 ADT)
PV =348 SU=50 MJ/=2
Street Classification : Class I

Percent of Structural Design Traffic in Design Lane
Bo% S = 50%

L £ & E N D]

mmm P.c.Cc. DRIVEWAY FPAVEMENT, 6" and &"

2 INCH INCIPENTAL HOT-MIX ASPHALT SURFACING
ON AGGREGATE BASE COURSE, TYPE A, 5"

M = 50%

F.C.C. SIDEWALK

Hot-Mix Requirements:

Design Air| Mixture Friction
Mixture Uses | AC/PS IRAP % Voids Composition | Aggregate AGGRESATE SURFACE COURSE, TYPE A 6"
Incidental Pe-64-22 | 15 |40e650 L. a5 Mix € ’
Hot=Mix gyration
Asph Surfacing
Hot-Mix Asph  |Pe-64-22 | 30 20 e 30 BAM NA CONCRETE REMOVAL
Basoe Cse, B gyration i 1o
® PROPOSED MANHOLE
m PROPOSED INLET
——&" SAN- EXISTING SANITARY SENER
— 228 . PROFPOSED STORM SEWER UNDER I5'@
=22 PROFOSED STORM SENER OVER (50

PROPOSED WATERMAIN

e ——  EXISTING WATERMAIN
———G————  EXISTING GAS MAIN

- — —T————  EXISTING TELEPHONE CABLE
———— EXISTING DOMESTIC METER VAULT

EXISTING DOMESTIC WATER SERVICE BOX

PROPOSED DOMESTIC METER VAULT

——'——( PROPOSED DOMESTIC WATER SERVICE BOX
e e PROPOSED VALVE BOX
-——J EXISTING VALVE BOX

EXISTING FIRE HYDRANT
TEMPORARY EASEMENT
PROPOSED RIGHT OF WAY

EXISTING RIGHT-OF-WAY
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